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DOCSIS® 2.0 Cable Modem 



Setting the standard for 
faster Internet access! 

Surf the Internet up to 100 times 
faster than a 56K analog modem 

Always on, no waiting for dial-up 

Supports advanced DOCSIS 2.0 services 

No phone lines required 

Connects to PC via USB or Ethernet 
for high-speed access 

Ideal for SOHOs requiring shared access 

Easy to read diagnostic LEDs 

Small, compact footprint takes up 
little desk space 

Advanced diagnostics and 
self-installation Wizard Software 

Includes Texas Instruments™ 
exclusive TurboDOX™ Bandwidth 
Acceleration Software 
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DOCSIS 2.0 Cable Modem 



Toshiba's DOCSIS 2.0 certified PCX2600 Cable Modem is Toshiba's answer 
to advanced, symmetrical service offerings. The PCX2600 offers the highest 
performance in cable data modem technology today, providing residential and business 
users with one of the fastest truly two-way interfaces to the Internet. Add the services 
made possible with the DOCSIS 2.0 standard, and the PCX2600 is the newest standard 
for DOCSIS cable modems. 

The Toshiba PCX2600 DOCSIS Cable Modem has been CableLabs® Certified™ to 
meet the rigorous interoperability requirements of the Data Over Cable Service 
Interface Specification (DOCSIS) 1.0 and 2.0 standards. This assures you that the 
Toshiba PCX2600 DOCSIS Cable Modem will work seamlessly with any DOCSIS 
network no matter where you are. The cable modem is easy to install using either 
USB or a standard Ethernet 10/100 connection to your PC or to the network hub in a 
small business. With support for up to 16 PCs, the Toshiba PCX2600 DOCSIS Cable 
Modem is ideal for SOHO environments where secured, shared Internet access is 
a requirement. For MSOs, Toshiba's PCX2600 DOCSIS Cable Modem includes such 
advanced features as a customizable self-installation wizard, remote and local 
diagnostic capability, remote firmware download and SNMP support. For retailers 
and consumers, the PCX2600 offers the most advanced technology, coupled with 
a valuable software bundle and seamless self-installation tools. 



DOWNSTREAM (RECEIVER) 

Demodulation 64QAM, 256QAM 

Physical Speed Supports maximum DOCSIS 

transfer rates 

Symbol Rate 5.056941 (64QAM)/5.360537 

(256QAM) Msym/sec 

Error Correction Reed Solomon + Trellis 

(Enhanced Annex B) 

Frequency Range 88MHz to 860MHz 

edge to edge 

Bandwidth 6MHz 

Input Signal Level -15dBmVto +15dBmV 

UPSTREAM (TRANSMITTER) 

Modulation QPSK, 16QAM, 32QAM, 

64QAM and128QAM 

(S-CDMA) 

Physical Speed Supports maximum 

DOCSIS transfer rates 
(up to DOCSIS 2.0) 

Error Correction Reed Solomon 

Frequency Range 5MHz to 42MHz edge to edge 

Frequency Selection Controlled through SNMP 

Bandwidth 200, 400, 800, 1600, 

3200, 6400KHZ 

Output Signal Level +8 to +58dBmV (QPSK), 

+8to+55dBmV (16QAM), 
+8 to +54dBmV (32/64QAM), 
+8to+53dBmV (128QAM) 



SPECIAL FEATURES 

TurboDOX Texas Instruments TurboDOX 

Bandwidth Acceleration 
Software, for up to 20X 
performance increase 

SNMP MANAGEMENT 

MIB Group MIB II, DOCSIS MIB, 

Toshiba MIB 

INTERFACE 

Network (PC) Interface 10/100BASE-T 

(full/half-duplex, auto-sensing) 

Cable Interface Ftype female 75ohm 

USB Interface Connector Type B 

EQUIPMENT SPECIFICATIONS 

Power Supply (Input) 120±10V, 60Hz 

Power Supply (Output) DC 12V 1A 

Power Consumption 8W 

Dimensions 1 .4" (w) x 5.7" (d) x 6.5" (h) 

Weight 1.1 lbs. 

Safety EN60950, UL1950, UL1310 

(AC-DC adapter) 

Emissions EN55022 (emission), 

EN55024 (immunity), 
FCC Part 15 class B 

ENVIRONMENT 

Operating Temperature 32°F (0°C) to 104°F (40°C) 

Operating Humidity 10% to 90% (non-condensing) 

Storage Temperature -4°F (-20°C) to 140°F (60°C) 
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